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Sandpaper 
starter package

8” “Vacuum Ready” 
Mud Hog sander 
with aluminum only label

6” “Vacuum Ready”
Orbital Sander

with aluminum only label

Powder Coated
Stainless Steel

Automatic low water system 
shut down

&
Automatic high pressure system

shut down

Internal Venturi Filtration with 
no dry filter (optional hepa filter)

Two - 25’ to 3/4”lightweight 
anti-static work hoses with 

integrated airline

Dual port/user Inlet

2” Drain Valve

Drain bucket

Front access door

Locking heavy duty 
grounded front casters

A run delay switch prevents the use 
of tools until the system is 
under full vacuum.  
An off delay switch keeps the system 
under full vacuum for a set amount of 
time to clear the hose of any debris 
after the tools have stopped

Eliminate dust with a Eurovac system and source capture sanding tools

Model #SYS-050-18300300

*For use in ordinary locations
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1/2” manual water fill valve
Water level indicator with low 
water level shut off detection 
device attached

Cart handle for 
moving the unit

Heavy duty grounded
rear casters

Removable exhaust 
silencer

Interlocking air supply which turns  
the unit on when the tool is in use 

15’ Power cord (120/1/60)
* Available upon request 

220/1/60 & 220/1/50

Motor housing containing 13.8 amp 
motor with sealed bearings built to 
handle moist air from the wet 
collector. 1560 watt pump produces 
145” of water column; 140 free flow 
CFM.  Has enough power for two 
technicians to operate at the same 
time.

EUROVAC Model #SYS-050-18300300

Internal stainless steel mesh 
mist eliminator for motor 
protection from moist air


